3232-1| 1/32” WHITE POLYETHYLENE SINGLE COATED FOA M TAPE | FOAM TAPE

1/32 in. white closed cell, cross linked polyethyle  ne foam coated on one side with a high
performance acrylic based adhesive. White kraft lin  er.

CONSTRUCTION DIAGRAM
FEATURES & BENEFITS

* Die cuts easily

AN

 Excellent gasketing material

» Good cushioning qualities

TYPICAL APPLICATIONS
» Gasketing

» Gap filling

 Cushioning

* Vibration dampening

* Great for vibration dampening

* Service Temperature ~ -20F to 200F

CONSTRUCTION PERFORMANCE
1/32” Cross-Linked Closed Cell PE Foam Tensile Strength (psi) S252 N/A
Acrylic Adhesive Dynamic Shear (psi) S253 N/A
White Kraft Liner 180°Peel (oz/in) PSTC-101 75
Static Shear N/A
S217 (PSTC-107*) *Modified
Probe Tack ASTM D-2979-01 800**
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intended use, and the user assumes all risk and liability whatsoever in connection therewith. No representative of ours has author-
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ity to waive or change the foregoing provisions, but, subject to such provisions, our engineers are available to assist purchasers in .

adapting our products to the needs and circumstances prevailing in their business. ISO 9001 Registered Company. 800-356-3572 adhesiveapps.com
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